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THANK YOU FOR YOUR PURCHASE 

Thank you for your purchase. We know that you have many brands and 
products to choose from and we are honored to know that you have decided 
to take one of our products into your home and hope that you enjoy it. 

COSMO Appliances are designed according to the strictest safety and 
performance standard for the North American market. We follow the most 
advanced manufacturing philosophy. Each appliance leaves the factory after 
thorough quality inspection and testing. Our distributors and our service 
partners are ready to answer any questions you may have regarding how to 
install, use and care for your products. We hope that this manual will help you 
learn to use the product in the safest and most effective manner. 

Before using this product, please read through this manual carefully. Keep 
this user manual in a safe place for future reference. Please ensure that other 
persons using this product are familiar with these instructions as well. 

If you have any questions or concerns, please contact the dealer from whom you 
purchased the product, or contact our Customer Support at: 

1-888-784-3108

Reach us online at: 

www.cosmoappliances.com 
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IMPORTANT SAFETY
INSTRUCTIONS

READ AND SAVE THESE INSTRUCTIONS 

Basic Precautions Before Use:
• Read all instructions before using the dishwasher.
• The manual does not cover every possible condition and situation that may occur.
• Use the dishwasher only for its intended function as described in this manual.
• When loading items to be washed:
• Load sharp items and knives so that they are not likely to damage the door seal

and tub.
• Load sharp items and knives with the handles up to reduce the risk of cut-type

injury.
• Do not wash plastic items unless they are marked dishwasher safe or the

equivalent. If not marked, check with the manufacturer for their recommendation.
Items that are not dishwasher safe may melt and create a potential fire hazard.

• If the dishwasher drains into a garbage disposal, make sure that the disposal is
completely empty before running the dishwasher.

• Do not tamper with the controls.
• Do not operate your dishwasher unless all enclosure panels are properly in place.
• Do not touch the heating element during or immediately after use, especially if the

sanitize option has been selected.
• Do not let children abuse, sit, or stand on the door or the racks of the dishwasher.
• Under certain conditions, hydrogen gas may be produced in a hot water system

that has not been used for two weeks or more. HYDROGEN GAS IS EXPLOSIVE. If
the hot water system has not been used for such a period, before using, turn on all
hot water faucets and let water flow from each for several minutes. This will
release any accumulated hydrogen gas. Hydrogen gas is flammable. Do not smoke
or use an open flame during this time.

• Do not store or use combustible materials, gasoline, or other flammable vapors
and liquids in the vicinity of this or any other appliance.

• Use only detergents or rinse agents recommended for use in a dishwasher and
keep them out of the reach of children.

• Keep young children and infants away from the dishwasher when it is operating.
• Do not use the dishwasher if it has a damaged power cord or plug, and do not plug

the dishwasher into a damaged outlet. Failure to observe these instructions may
result in electrical shock.

• Remove the door to the washing compartment when removing an old dishwasher
from service or discarding it.

• To reduce the risk of injury, do not allow children to play in or on a dishwasher.
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FEATURES

The dishwasher fills with water, covering the filter area at the bottom. Water is then pumped
through the various filter and spray arms, spraying a mixture of hot water and detergent
against the soiled surfaces of your dishes and silverware. Soil particles are separated and go
down the drain as the dirty water is drained and replaced with clean water. The number of
water fills is determined by the cycle selected.

Wash Cycle Selections
Cycle times are approximate and will vary with options selected. Hot water is necessary to
activate dishwasher detergent and melt fatty food soils. An automatic sensor checks the
incoming water temperature and, if it is not hot enough, the timer will be delayed to allow for
the water to heat for the main wash of all cycles.

Filter System
Your dishwasher has a multiple filter system which includes four separate filter meshes. It
separates dirty water and clean water into different chambers. The multiple filter system helps
your dishwasher to get better performance with less water and less energy.

Smart Wash System
Your dishwasher has a smart wash system under the normal wash program which selects the
wash cycle based on how large and how soiled the load is, permitting your dishwasher to clean
more efficiently every time. When a partial load of lightly soiled dishes is placed in the unit, a
short wash cycle is automatically selected. When a full load of heavily soiled dishes is placed in
the unit, a heavy wash cycle is automatically selected.

Adjustable Middle Rack
The middle rack of your dishwasher can be raised or lowered to accommodate loading dishes
of varying heights in either rack. After removing the 3rd rack, the middle rack clearance height
can be adjusted from 8" to 10". The lower rack clearance height can be adjusted from 11" to 13".
See "Loading the Middle Rack" on page 13.

How Your Dishwasher Cleans
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SETTING UP YOUR DISHWASHER

For complete instructions on installing and setting up your dishwasher, see the included Installation
Instructions guide.

Finding a Suitable Location
• The dishwasher must be installed so that the drain hose is no more than 10 feet (3.01 m) in

length, for proper drainage.
• This dishwasher is designed to be enclosed on the top and on both sides by a standard

residential kitchen cabinet unit.
• The installation enclosure must be clean and free of any obstructions.
• The enclosure must be at least 24 in. (61 cm) wide, 24 in. (61 cm) deep, and 34 in. (86.4 cm) high.
• For the front door of the dishwasher to be flush with the front edge of the counter top, the

counter top must be 25 in. (63.5 cm) deep.

Before Using Your Dishwasher
1 Remove the interior packing.
2 Clean the interior surface with lukewarm water using a soft cloth.
3 Make sure that the water supply temperature is between 120°F and 149°F (49°C and

65°C).
4 Make sure that your dishwasher is connected to a grounded 120V, 60Hz power

supply.
5 If the dishwasher is damaged, please contact Customer Service.

If installing into a corner, allow 2 in. (5.08 cm)
min. clearance between dishwasher and
adjacent cabinet, wall, or other appliances.
Allow 25-5/8 in. (65.1 cm) min. clearance from
the front of the dishwasher for opening the door.
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Controls and Indicators

• Delay — Press repeatedly to delay the start of the selected wash cycle until the delay time
you want is shown on the display. You can select from one to 24 hours delay. After you select
the delay time you want, press START/Cancel once, then close the door within four seconds.
The delay begins to count down.
If you open the door while delay is running, press Delay for three seconds, then close the
door within four seconds to begin the cycle from that point.
To cancel the delay and begin the cycle before the delay period is complete, open the door,
then press and hold START/Cancel for three seconds.

• Display — Shows the remaining hours and minutes of the current cycle, delay hours
remaining, and error codes (see "Error Codes" on page 23).

• START/Cancel — Press to start the dishwasher after you have selected a cycle and function (if
desired). Close the door. The cycle indicator begins to blink and the function indicator turns
on. If you don’t close the door within four seconds of pressing START/Cancel, the dishwasher
pauses. Press START/Cancel again to continue with the cycle.
To cancel a running cycle, open the door, then press and hold START/Cancel for three
seconds. The dishwasher will return to standby status.
To load more dishes or pause the dishwasher while it’s already running, open the door. A
safety mechanism stops the cycle.

You can add more dishes before the main wash cycle has started. To determine this, check the
detergent dispenser in the door. If the detergent dispenser is still closed, you can add more
dishes. If it is open, you can add dishes to the dishwasher if the dish quantity is small. If the
quantity is large, restart the cycle.

• Rinse Aid — Turns on when you need to add rinse aid.

• Sanitized — Turns on when a sanitized cycle is finished. Turns off after 60 seconds, when
the door is opened.

• Clean — Turns on after a cycle is finished. Turns off after 60 seconds when the door is
opened.

Using the Child Lock
Use the lock to prevent children from accidentally changing the dishwasher cycle or starting the
dishwasher.

• Press the Auto and Heavy buttons at the same time to turn the child lock on or off. The indicator
light turns on.

Note: If the remaining time on the display suddenly increases or decreases by several minutes,
it means that the Smart Sensor has checked the soil level or the water needs to be heated to
reach the required temperature.

CAUTION: To avoid injury open the door slowly and carefully. There is a possibility of hot steam
from inside the dishwasher.
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• Scrape away large pieces of food, bones, pits, toothpicks, and similar items.The continuous
filtered wash system will remove the remaining food particles.

• Burned-on foods should be loosened before loading.
• Empty liquids from glasses and cups.
• Foods such as mustard, mayonnaise, vinegar, lemon juice, and tomato-based products may

cause discoloration of stainless steel and plastics if allowed to sit for a long period of time.
Unless the dishwasher is to be operated at once, it is best to rinse off these types of foods.

• If the dishwasher drains into a garbage disposal, be sure the disposal is completely empty
before starting the dishwasher.

Adjusting the Top Rack

This dishwasher has a convenient top rack for silverware, cutlery, and small items. This rack can be
adjusted to accommodate varying loads, as shown below.

BASIC OPERATION

1 Load the dishwasher (See "Preparing and Loading Dishes" on page 11).
2 Add detergent (See "Filling the Detergent Dispenser" on page 16).
3 Add rinse aid, if needed (See "Filling the Rinse Aid Dispenser" on page 16).
4 Select the cycle you want (See the "Basic Operation" on page 11). The indicator will light when the

selection is made.
5 Select the option you want. The indicator will light when the selection is made.
6 To start, press START/Cancel on the control pad.
7 Close the door within four seconds and the wash cycle will begin.

Preparing and Loading Dishes
Preparing Dishes for Washing
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Cosmo is constantly making efforts to improve the quality and 
performance of our products, so we may make changes to our 
appliances without updating this manual.

Electronic version of this manual is available at:
www.cosmoappliances.com
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